


) o 14:4/27, 18314
Optional ___|5JSI__ ‘
Seam Sealant i
W 3
!
13-3/4" or 18" I | Plank Ribs - Optional
SKU: FIS137, FIS180 SKU: FIN145, FIN187
Gauge: .032, .040 Aluminum , Gauge: .032 Aluminum,
24, 22* ga. G90 galvanized Steel, 24, 22* ga. G9O galvanized Steel, ,
VRN o AR 2 | Nt 24%*, 22* ga. 55% Al-Zn alloy coated Steel 24* ga. 55% Al-Zn alloy coated Steel 7 y QU | |
2 # : - : \ N *subject fo minimum quantities and lead fime *subject fo minimum quantities and lead fime ~ : P / H \ i \
I = ey A Panel Width: ~ 13-3/4", 18" Panel Width: ~ 14-1/2", 18-3/4" '\ 2 >
- Panel length: ~ Cut fo customer specifications with a min. of Panel length: ~ Cut fo customer specifications with a
— ™ 40", max. to fransportation limitations min. of 4’0", max. to transportation limitations yy = ™
Texture: Smooth o ® Texture: Smooth
The 2-3/8" Field-Lok panel features a Triple-Lok design that has been Finish: NINAR SO0 @r R AR S1000 Finish: SUNAR 500 or HYLAR 50009 The FLN series is a mechanical field seamed panel system. The double
to outperform all roof systems in festing for wind uplift resistance. It SO0 Choice of 30 standard colors. Colors: Choice of 30 standard colors. locked structural | t th t load i ts. For
proven fo outperform all roof syste g F : Accessories: Same gauge and finish as the panel Accoseories: Same gauge and finish as the panel ocked structural panel can meet the most severe load requirements. Fo
incorporates a hooked in” standing seam W]fh G'SOIUbIe O}deld design to or as specified. or as spectied aes.fhehc reasons or ‘personol preference, the pqnel can be seamed with
resist seam fﬂé:U"zolloefwee" SUIF{PO”S and '"hh'b" 5{' elap, UI“ Urlllngl’ " Minimum Pitch:  1/2:12 Wit Pidke 1/2:02 a single fold displaying a broac!er seam. The single ff)ld meets the
“Roatng” dips, Field-Lok accommoates for expaneion and contracion o Optional Sealant is ovailable for al panes Opinal Seclar s ovaloble for ol ponels, 126l 1% £ e Peney widl Provclng T pacicely <l
the roo?systeFr)'nl. (T i — thz oones e el I Available with or without straition ribs or pencil ribs. Available with or without plank ribs. weathertight roof. The panel system is installed with a sliding clip.

extra high locked standing seam adds structural integrity to the roof system.

Field Seamed

Standing Seam
Panels

With a 1” high seam FLL is a non-structural double-locked roof

Installed with a sliding clip, the 1 2 " Field Lok panel is a SKU: FIM125, FLM165, FIM207 SKU: FLL135, FLL175, FLL217 | ELL panel has obtained the metal roofing industry’s highest

non-structural double locked roof panel. The FLM series is mechanically Gauge: .032 Aluminum, Gauge: .032 Aluminum, P"tf‘e' P rdance with: U.L 580 class 90 E\ UL cczlnstrugtion

seamed in the field and fo provide the traditional appearance of 24 ga. G9O galvanized Steel, 24 ga. G90 Galvanized Steel, ::: 'ggs#;g ]chSL Fire reslist’anc;sz ratings. It can be curved (FLX) for

standing seam. Plank ribs are optional. The FLM series may also be 24* ga. 55% Al-Zn alloy coated Steel 24* ga. 55% Al-Zn alloy coated Steel spzcicl s e e ang ;qukwoys The minimorm

curved, but plank ribs are not available when the panels are curved. *subject fo minimum quantities and lead fime *subject fo minimum quantities and lead fime ) ee) . , : .

The minimurE: radius for steel is 28'; for Aluminumf,alé'. Panel Width: 12-1/2",16-1/2", 20-3/4" Panel Width: 13-1/2" 171/2" 21-3/4" .“’d“;ls‘ :’r S.:Eel |s|.3.8 ! fol't Aluminum, 16". The panel system is
Panel length:  Cut fo customer specifications Panel length:  Cut fo customer specifications relltEe) wilin € Sl @l

with a min. of 40", max. with a min. of 40", max. fo
- ™ fo transportation limitations transportation limitations 9y — ™
1 - 1 /2” Fleld-LOK Seam Height: 1 ]/2'!0 Seam Height: 1" ’ 1 FIeId-LOK
Texture: Smooth Texture: Smooth ) s
3 - . Finish: KYNAR 500® or HYLAR 5000® Finish: KYNAR 500® or HYLAR 5000® | !
Colors: Choice of 30 standard colors. Colors: Choice of 30 standard colors.
Accessories: Same gauge and finish as the panel Accessories: Same gauge and finish as the panel
or as specified. or as specified.
Minimum Pitch:  2:12 Minimum Pitch:  2:12
Optional Sealant is available for all panels. Optional Sealant is available for all panels.
Available with or without plank ribs. Available with or without plank ribs.

———————12-1/2"16-1/2", 203/4"

= 13-1/2",17-1/2", 21-3/4"
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‘ Plank Ribs - Optional 1= Plank Ribs - Optional ___|




