


- Shake Facsimile metal roof panel 
for ease of maintenance

- Installed Horizontally from eave to ridge
- Four-Way interlock
- Modules fastened with an anchor 

clip and lock system
- Able to withstand high winds, rain, 

snow and ice
- Fire Resistant – will not burn or 

support combustion
- May be an insurance advantage
- Lightweight – Ideal for re-roofing; may 

often be applied over an existing roof 
(subject to local codes)

- Will not crack, split, warp or rot like wood shakes
- Resists mildew, algae, termites and other pests 

that attack wood shakes
- Environmentally friendly – will not deplete 

forests; water run-off will not contaminate 
ground water

- Requires Ice and Water Membrane 
with every installation

- .032 Aluminum available in 
all 30 standard ATAS colors, 
contact ATAS to request 
a color chart.

Description Specifications
SKU: HPS106
Gauges: .032 Aluminum
Length: 60”
Width: 10”
Texture: Wood Grain
Finish: KYNAR 500® PVDF or  

HYLAR 5000® PVDF
Color: 30 Standard Colors
Accessories:  A complete line of trim (ridge,

hip, valley, drip edge) is available
in matching or coordinating colors

Fasteners: Concealed anchor clips 
with non-corrosive screws

Minimum Pitch:  5:12
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